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More information about products. Please visit our website

http://www.vacron.com.tw

Made in Taiwan

FUHO Technoloyg Co., Ltd.

Please check every accessory we listed below, make sure everything is 

included in the product package before use. If you found anything is 

missing, please contact the local distributor.

WiFi
H.26 Full HD 1080P

Vehicle Video Recorder

Please contact your local distributor if you meet any questions or need any assistance. 

We will offer you complete and in time service via a local distributor. However, we still 

have the rights to upgrade software and hardware without any kind notice beforehand. 

Please read this manual carefully before use of this product.

• Before installation, please ensure wires and cables connect correctly. 
• Device has to install in a ventilated environment and the installation has to be guided or 
  helped by any professional device installer. 
• Please use a storage device that recommended by the manufacture, and purchase the 
  storage device from the official purchase channel.
• Please contact local distributor and technical support service if you have any question and 
  need any help during product usage.
• Please avoid any solid or liquid drop into the inner components.
• Please have the DVR under the recommended temperature and set it away from the sun 
  and heating source. 
• Please keep this equipment away from the humid surrounding.
• Please keep this equipment away from the smoke and dust environment.
• Please avoid strong collision and do not drop the equipment.

Safety Precautions

Record / Stop record

Playback

Mobile APP conect

Appearance/ Dimensions

Installation diagram

Micro SD Card

Attention

Installation diagram

Best installation positionBest installation position

Connect car chargerConnect car chargerConnect car charger

1.    DVR Host
2.   Bracket holder with 4-meter power cable 
3.   5V / 2A cigarette power adaptor

Standard Set

DC5Vcar cam 1/2.7” 
CMOS

LENS
3.3mm

110˚

Full
HD

-10~60°C

※Memory card optional.
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Dimension：mm

Lens

windshield
DVR host

Power USB cable

Bracket
holder
Bracket
holder

LED indicator

LED indicator

Power
adaptor

Install the device in windshield position.，connect the power USB cable to the 
power adaptor, and plug it in the cigarette adapter. When the engine turns on, 
the DVR starts recording. The DVR can be removed from the bracket holder if 
no uses.

Attention

1. Machine should be installed in the area where the wipers 
    can be cleaned.
(2)Formatted the SD card by initial machine power on.

Attention

1.Backup the data before format 
   the Micro SD Card.
2.Make sure if SD Card is on 
   unlock mode before executing 
   the format.
3.Please execute format as 

administrator if fail to format SD card which 
is on un-lock mode. 
4.Suggest using class 10, 8GB above SD card
5.All memory disks have a limited lifespan. 
   Please regularly watch videos on the PC 
   and check the memory disk to ensure 
   proper functioning. 
6.Not support hot-plugging, please power 
   off the device before removing the SD 
   card.

When the user to purchase a new memory card, or 
use their existing card, is required after the first card 
is formatted before use.

●REC. Indicator
．Power on, around 15s, Red LED Flashing 
    means continuous recording.
．RED LED is lighted constantly means 
    systems error.
1. Make sure if SD card is plugged.
2. Verify SD cards health statues.

●WIFI indicator
Green LED flashing means WIFI connected.

(1). The device will not work properly without Micro SD Card.
(2). Please format the SD card before use.
(3). It takes around 60s for first power on with new a SD Card, 
during this period the RED LED is lighted constantly, after that 
the system will reboot, the RED LED will be flashing, it means 
system work properly. 

．Search and download “VACRON MOTO” in Apple store.
．Visit Google play store, search for ”VACRON MOTO” and 
    download.

System will auto create Player.e57 link on SD Card. File name: Player.e57.
Use USB Card Reader and connect to PC for playback.
Click the link to download the Player to playback the video with specific file format.

Video playback
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Operation control interface
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VACRON Viewer Player
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製造�地: 台灣

馥鴻科技股�有限公司

使用之前，請先查看包裝內所提供的下列物品。如您發現物品不齊全，

請聯絡您購買的經銷商。

WiFi 行車影音記錄器
H.26 Full HD 1080P

請先試錄影片，然後播放，以確定機器操作正常。請注意，如因本機配件，包括記憶卡的故障，

導致不能拍攝影像或不能讀取影像格式而引起的任何損失，本公司、其附屬機構及經銷商皆不負

賠償責任。

使用本�品之前，請確定�已閱讀下列的安全注意事項。並請確定�操作�品的方法是正確的。

• 請存放本器材於兒童與嬰兒無法觸�的地方。

• 請只使用建議的電源。

• 請勿使用外接式(多孔)點�器，避免因點�器電壓不穩導致�品當機、失去電力而無法錄影。

• 點�頭電源與本�品電源頭，請"務必"密合緊實。

• 請勿嘗試將�品拆開、改裝或加熱。

• 避免使�品丟落地上或受猛烈撞擊。

• 要避免受傷，請勿在�品跌下後或損�時觸��品的內部。

• 如�品冒煙、發出異味或有其他異常，請立刻停止操作�品。

• 請勿使用有機溶劑，如酒精、�或油漆稀釋劑�潔�品。

• 請勿讓�品接觸到水（如海水）或其他液體。

• 請勿讓任何液體或異物進入機器。

• 請避免端子或�頭接觸到金屬物件（如針或鑰匙）或�漬。

• 請避免在潮濕或多塵的地方使用、放置或存放�品。

安全注意事項

錄影及停止錄影

SD卡讀取檔案

手機APP連線

產品外觀

安裝示意圖

Micro SD記憶卡

注意事項

行車記錄器連結示意圖

最佳安裝位置

連結車充

1.   車用攝影主機
2.   行車支架含電源線 4 米
3.   變壓器 煙點頭.雙輸出 5V 2A

標配

DC5Vcar cam 1/2.7” 
CMOS

LENS
3.3mm

110˚

Full
HD

-10~60°C

※記憶卡並不隨機提供，請另外購買。

馥鴻摩托 iOS版 馥鴻摩托 ANDROID版
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尺寸：mm

鏡頭

汽車擋風玻璃
主機

電源線USB接頭

支架

指示燈號

指示燈號

變壓器
煙點頭

將行車支架固定於擋風玻璃，將電源線USB接頭連接變壓器煙點頭，插於車上點菸
器位置，當行車啟動時，主機即啟動電源錄影。
不使用時，可將主機脫離行車支架取下。

注意事項

(1)機器安裝時，需安裝在雨刷可以清洗到的區域。
(2)第一次在本機端使用的記憶卡時，請先在本機端格式化。

注意事項

Micro SD卡插槽

(1). 「格式化」會清除Micro SD卡
所有資料，請在「格式化」動作之
前備份您所需要的資料。
(2). 在「格式化」Micro SD卡前，
請先確定Micro SD卡是否解除上鎖
。

(3). 如Micro SD卡已解除上鎖，仍無法執行「格
式化」 Micro SD卡，請以『系統管理員身分』
執行，即可進行「格式化」Micro SD卡動作。
(4). 建議使用8G Class 10以上Micro SD 記憶卡
(5). 記憶卡有讀寫次數與壽命問題，建議定期檢
查與使用電腦播放影像，確保記憶卡仍可正常讀
寫。
(6). 本產品不支援記憶卡熱插拔，插拔卡前請先
斷電。錄影中將記憶卡強制取出可能造成資料毀
損問題。

當使用者自行購買新的Micro SD卡，或使用其原有的
Micro SD卡時，均需先將Micro SD卡進行格式化後，
方可使用。

●錄影指示燈
    ．通電後.約15秒紅色錄影指示燈慢速閃爍.
        即為開機成功並正常錄影
    ．通電後.紅色燈號指示燈.恆亮.為錄影異常
 1.請檢查是否有無接上SD卡
 2.請確認SD卡是否良好

●Wifi 連線信號燈
    與本機進行Wifi連線時.綠色指示燈號慢速閃爍

(1).  未裝設Micro SD卡會無法正常開機
(2).  如從其他設備拿取SD卡.請先進行格式化再行使用
(3).  首次開機.會進行SD卡資料寫入.開機時間約為60秒(LED紅燈
恆亮).寫入完成後會再進行重新開機.完成後LED虹燈閃爍.即為正
常開機錄影

．使用iOS系統請到App Store 商店搜尋”馥鴻摩托 ”下載安裝。
．使用ANDROID請到Play  商店搜尋”馥鴻摩托 ”下載安裝。

主機開機完成後會產生撥放連結網址在SD卡內.檔名: Player.e57。
使用讀卡設備連結電腦進行資料讀取。
案此連結後會進行下載撥放軟體.本機錄影檔案為特殊檔案需搭配撥放軟體進行影像讀取。

回放畫面

離開程式

畫面最小化

影片瀏覽
日期瀏覽

備份

擷圖
機器設定

格式化/語言
G-Sensor

播放速度

播放軸

播放控制

音量

VACRON Viewer 播放軟體


