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CCTV Surveillance
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VCP-9607SHW
‧1/3” CCD High Solution Optics Double Frequency 
    WDR Color Camera
‧High Resolution Color 1000TVL
‧2D/3D Noise Reduction (HDNR)
‧Optics Double Frequency WDR(128dB)
‧Digital Slow Shutter from x2 up to x512 (Max)
‧Adaptive Backlight compensation function ( BLC ) / 
    Anti-Headlight (HLC)
‧e-PTZ (Zoom x 4)
‧Privacy Mask x 8 (Color)
‧High Contrast Images
‧Ideal for Backlight Environment
‧Digital Demist Process
‧Intelligent IR Exposure (Smart IR)
‧Color Rolling Suppression
‧UTC / OSD Control

1000TVL VACRON-P
Super High Solution WDR 
Standard Box Color Camera
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1000 TVL Anti CROSD

D&N Smart IR
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FUHO TECHNOLOGY CO., LTD.

Head Office: No. 30, Lane 726, Jinma Rd, Sec. 3, Chang Hua City,Taiwan 500.  TEL:886-4-751-2881  FAX:886-4-751-5860

DIMENSION

unit: mm

OSD Knob

Video Out

Power Indicator

DC 12V Power Input

Auto Iris Lens Connector Plug

* Product specifications are subject to change without notice; please contact us for the latest information.

SPECIFICATIONS
NTSC   PAL

1/3” SONY CCD Image Sensor

Digital Signal Processor 

1020 (H) × 508 (V)  1024 (H) × 596 (V)

Approx. 520K  Approx. 610K

Color: 1000 TVL

DC +12V

180 mA

Internal Synchronization

2 : 1 Interlace

0.001 Lux

Max. 63 dB

Build-in Multi-layers semi-opacity Menu Setting

Camera Title 

Function Enable Display

WDR (128dB)

X2 ~ X512

HLC / BLC / off

on 

2D/3D-NR 

on / off

Zoom 4X

Color / B&W / Auto-Progressive / Auto-General / 

External input 

on / off

on/off (8 Editable area)

DC Lens drive

Static & Dynamic (4096 points)

Hue / Contract / Saturation / Sharpness 

AWB/ATW

English / Simplified Chinese / (support multi-language)

Auto:1/60(50)S TO 1/100,000 S 

Manual: 1/60(50)S, FL1/120(100)S, 1/250S, 1/500S, 

1/1,000S, 1/2,000S, 1/4,000S, 1/10,000S

1 Vp-p standard video signal output, 75 Ohms

- 5°C ~ +60°C

L : 124mm  W : 66mm  H : 54mm

Approximately  295 g

Video System 

Pick Up Element

Image Signal Process

Number OF Pixels

Picture Elements

Horizontal Resolution

Power Supply

Power Consumption

Synchronization

Scanning System

Minimum Illumination

S/N Ration

OSD Menu

Camera Title

Function Enable Display

Wide Dynamic Range

Digital Slow Shutter

( BLC )Backlight compensation function

( AGC ) Automatic Gain Control

 ( DNR ) Digital noise reduction

Digital Demist Process

Digital Zoom

(D&N) digital day & night mode

Flash suppression function

Privacy masking function

Automatic iris control

Blemish Compensation

Image quality adjustment 

Auto white balance

Language

Electronic shutter speed

Video signal output

Operation temperature

Dimensions

Weight

VCP-9607SHW
1000 TVL VACRON-P

Super High Solution
WDR Camera

‧WDR

Normal  WDR On

‧HLC

Normal  HLC On

‧DNR

Normal DNR On

‧Smart IR

Normal Smart IR On

‧Privacy mask

Normal Privacy mask On

1000TVL

Conventional


